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1 �3*2(��(2$ ��� �$25-0)(,& –Companies with offices in different
locations can eliminate the cost of intra-office communications by
installingVIT1/E1 in every office.This creates a virtual PBX that re-
places costly point-to-point leased lines with a Skype-to-Skype
trunking system that enables free calls and creates a commonoffice
phone system.

2 �$+-2$ ��� �""$11 –Give your road warriors, telecommuters, or
satellite office workers remote access to the corporate PBX via
Skype. These remote users can call back to headquarters using
Skype’s softphone on their laptop, at no cost to your company.

3 �$! �*(")�2-�� ** – Equip your website with a “Click-to-Call”
function that allows customers and partners to click a button on the
website and place a free Skype call to your sales, customer service,
or technical support department.

4 �)7.$ �03,)(,& – Employees can make low-cost calls to any tra-
ditional long-distance/international landline or mobile number
from their office desk phone by using SkypeOut. Savings of up to
90% off standard phone rates can be realized by taking advantage
of SkypeOut.

Remote Access for existing TDM PBX

Leverage the Power of Skype with Four Business-Class VoIP Applications

T1/E1 Interface
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Features

• 1U rack-mountable appliance solution
• Supports a maximum of 30 concurrent inbound/outbound calls
• Simplified Skype account launch process
–Specify Skype IDs with sequential naming and a shared password

–Import an account list file (with specified Skype IDs and passwords)

• Good voice quality with 30 concurrent inbound/outbound calls
• Outbound call: 2-step dialing
• Supports color ring tone
• Support Skype services:
–SkypeOut

–Skype Unlimited

–SkypeWeb

–SkypeIN+Skype Unlimited

• Fast and stable representative Skype IDmechanism for enterprise
–Each Skype account can be used as representative Skype ID

• Outbound call hunting: routes to the Skype account which has
the most credits among the 30 skype accounts

• Supports Skype incoming calls from Skype 3.x, Skype 2.x, another
VoSKY Exchange or a third party Skype GW, and 3 Skype phone

• Dial plan: customizable and easy to use
–Includes Public and Private Phonebooks

–Supports Smart Dialing scheme

–Supports Special SkypeOut service provided by Skype partners

• SkypeOut privilege: customizable SkypeOut access for each user
• UnifiedWeb console for administration
• Web-based private management console for users
• LiveUpdate for easy software upgrades
• Troubleshooting awareness: Skype Status Detection, Skype
Crashed Detection

• LCDmonitoring and reset function to restore to default values
• Recovery DVD: recover system to original state
• Notification system: notifies you for troubleshooting or for
SkypeOut credit low-balance

• Call Log for inbound and outbound calls
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Technical Specifications

© 2008VoSKY
VoSKY, theVoSKY logo, and Your Ultimate Gateway to Skype, are trademarks or registered
trademarks of Actiontec Electronics, Inc. Skype, the Skype logo, SkypeOut, SkypeIn, SkypeCall,
SkypeWeb, and Skype Unlimited are trademarks or registered trademarks of Skype Limited.All
other names are properties of their respective owners.
Product photo may differ from actual product, however functionality remains as stated above.
Specifications are subject to change without notice.
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Main: (408) 731-3900

Sales Info: (866) 341-3285

Fax: (408) 541-9003

Tech Support: (719) 884-7417

Tech Support Fax: (719) 522-9421

Internet: www.vosky.com

Contact Your Reseller
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482 x 42 x 448 mm

SLIMDVD-ROM 8X

AC Input:100~240V, 60~50 Hz, 6~3A

DCOutput: 300W (MAX)

1U RackMount

RJ45 X 2 (1000BaseT Ethernet)

(1) Supports 32 to 127 of ASCII text mode

(2) Screenmatrices: 2 rows x 16 columns

(3) Character size: 6 pixels x 8 pixels

(4) Backlight: one-source type

FCC, CE, BSMI, CB, CCC, C-Tick, UL,VCCI

0ºC – 55ºC

0% – 70%

-20ºC – 70ºC

0% – 95%(non-condensing)

One RJ-48 JACK for E1/T1 PRI line interface

2 LEDs to indicate line status

Port type: E1, T1

Audio Channels:

– E1: 30

– T1: 23

Framing:

– E1: CCS

– T1: D4 or ESF

Switch type:

– T1: National ISDN 2,National ISDN 1 (Nil),
AT&T 4ESS, Lucent 5ESS, Nortel DMS100

– E1: EuroISDN,AT&T 4ESS, Lucent 5ESS,
Nortel DMS100

E1/T1 trunk module

Bandwidth
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1Mbps/1Mbps (uplink/downlink)




